
 
Race FMIC Installation Instructions 

 
 

1. Remove factory bumper cover.  See factory service manual for disassembly instructions. 
2. Remove factory intercooler assembly.  Loosen hose clamps on both sides of the intercooler, 

hot side and cold side pipes.  Disconnect the hoses from the intercooler end tanks. (note: It 
may be easier to disconnect the hot side hose at the factory lower intercooler pipe to help with 
removal.) 

3. Remove the four nuts holding the factory intercooler to the core support of the car.  Remove 
factory intercooler assembly from the car, noting how pathetic the stock intercooler is. 

4. Remove the steel bumper beam. Remember this is for off highway use only.  
5. Mounting the race intercooler on the car:  Line the assembly up on the car and mark where 

you will drill the holes in the mounting tabs. (note: make sure you mount it low enough so that 
the passenger side intercooler pipe does not hit the AC compressor). 

6. Once you have marked the holes, carefully drill the four holes into the mounting tabs of the 
intercooler.  Connect all the hoses and tighten all the hose clamps.  (note: It may be easier to 
connect the hot side hose to the intercooler end tank before mounting the intercooler.) 

7. Fitting the bumper cover back on with the real intercooler:  You will need to rid your car of 
the stock mesh in the bumper to fit the corners of the new core.  Trim a notch on each corner 
of the bumper cover to allow clearance with the core.  You’ll need to trim about ½ of an inch, 
it’s very simple to do with a razor knife or even some industrial scissors.  See pic below.  If you 
wish to reuse your stock mesh grill, you’ll need to trim a little more of an arc on the bumper 
cover in that area. 

 

 


