
 
AGP STAGE 3 Wastegate Actuator Installation Instructions for SRT-4 

 
Installation Procedure. 
1. Remove the five 10mm bolts holding on the top 
portion of the heat shield.  (You might want to use WD-
40, Liquid Wrench, or PB Blaster to help in the removal 
process of the bolts.) 
2. Remove factory actuator by pulling the pin out of the 
flapper arm and taking out the two 12mm bolts holding 
the body to the compressor housing. 
3. Line the new bracket assembly up to the compressor 
housing and tighten down the two 12mm mounting 
bolts.  Hand tight will work just fine. 
4. Loosen the jamb nut on the arm so you can adjust 
the length of the rod end to match up to the flapper arm 
on the manifold.  Pull the flapper arm towards the 
driver’s side of the vehicle so the flapper door is closed. 
5. Slip the rod end over the flapper arm and reinstall the 
pin to hold in place.  At this point you want to make 
certain there is a little tension on the wastegate 
actuator.  Turn the adjustment nut towards the firewall 
of the vehicle about one full turn. 
6. You may need to bend the corner of your heat shield 
to clear the new actuator, and reinstall. 
Running the Vacuum Lines 
1.  If you are running Stage 3 with toys, we recommend 
keeping the stock vacuum line setup.  That way you can 
keep your Dial A Boost working in the car. 
2.  If you do not have toys, we would recommend 
installing the actuator just like our normal actuators for 
the stock turbo’d SRT.  Remove the green line and 
black line that go to and from the stock solenoid. Attach 
vacuum line with bleed fitting to the turbo (where you 
removed the green line), and run that directly to the top 
of the new WGA.  You may want to secure both sides of 
the vacuum fittings with zip ties to prevent them from 
blowing off. If you are using a boost controller, you will 
NOT use the supplied bleed fitting. 
 
Adjusting the Actuator 
If you using toys and have it hooked up to the stock 
lines, we would recommend preloading the actuator to 
achieve the same boost settings you would normally 
see on DAB3 on DAB1.  This way, you will be able to 
achieve a higher sustainable boost pressure and it’s 
adjustable in the cabin. 

 

 

 
 

If you are not using toys, we recommend using our supplied bleed (or boost controller) and adjusting the actuator to 
desired boost.  Make certain to monitor your air fuel ratio as you run more boost than the system was designed to do. 
 
We have now included a heavy duty spring for those that feel it might help achieve desired boost curve. 
 


